FACILITY REQUIREMENTS FOR USSS CHAMPIONSHIP EVENTS
	ITEM
	MINIMUM
	IDEAL

MIMINUM FOR FINA

	Pool Dimensions
	Compliant with FINA F.R. 10. (see below)
	Compliant with FINA F.R. 11 (see below)

	Warmup – Practice Pool
	Separate pool with some deep water (see above) OR similar area divided from the competition area by bulkhead and screen.
	Separate pool of same size and depth as competition facility OR similar area divided from the competition area by bulkhead and screen.

	Overhead Lighting
	Sufficient to light competition area for TV production, with minimal shadows
	

	Seating
	Sufficient seating for the event.
	Seating for 2,000 spectators and participants.  Spectator seating above deck level

	Deck Space
	6’ surrounding entire pool; at least one end free from obstacles for team entry.
	12’-20’ wide surrounding the entire pool; if the diving area is included, generous space is required around diving ladders, platforms and boards, or a clear deck at one end with at least 9’ of water depth. Only multiple and stable bulkheads are suitable for entry and able to support group activity of 10 adult persons.

	Routine Start Area
	4’ x 12’ staging area at the deep end of the competition area, clear of obstacles and covered with a non-slip surface
	12’ x 20’ staging area at deep end of the competition area, up to 2’ above the water surface and flush with the pool wall (may extend slightly over the water) covered with a non-slip surface

	Pool Ladders
	Two ladders
	Two on each side of the competition area; if not built in, secured portable ladders may be used.

	Dressing Rooms
	Two dressing rooms with space for at least 150 participants including sufficient number of lockers, showers, lavatories and mirrors with available hot and cold water, non-slip walking areas.
	Four separate dressing rooms with space for 200-400 participants including sufficient number of lockers, showers, lavatories and mirrors with available hot and cold water, non-slip walking areas.


	Gelling Facilities
	Gelling: A facility, preferably indoors, with enough space for several teams to work comfortably, and with access to chairs, mirrors, and hot water in quantities compatible with the number of athletes in the competition. 

De-Gelling: Access to showers and/or hot water in which athletes can wash out their hair is desirable throughout the competition, and must available on the final day of competition.
	

	Lavatories
	Six for participants, with additional facilities for spectator, official and worker use.  Two deck level ‘dry’ lavatories.
	Twenty for participants, with additional facilities for spectator, official and worker use.  Two deck level ‘dry’ lavatories.

	Electrical Capacity
	Multiple GFCI-equipped outlets for use with sound, scoring and video production systems, along with separate outlets to accommodate office-equipment needs.  Sufficient outlets in exhibition area to support vendor needs
	

	Telephone Capacity
	Dedicated telephone line in scoring room for official use.  Additional pay phones on premises for participant and spectator use.
	

	Internet Access
	High-speed internet access in scoring room 
	High-speed internet access in scoring room and exhibition area

	Judges Seating
	Seating for 12 Judges, 6 of which must be elevated 
	Elevated seating for 12 Judges

	Climate Control
	(Indoor) Ability to maintain consistent and comfortable temperature surrounding the competition and spectator areas.

(Outdoor) Tents or other structures to protect judges seating and the on-deck sound/scoring area from sun or inclement weather 
	Same

	Water Temperature
	80-83° F
	81-82° F

	Water Clarity
	Sufficient clarity for the bottom of the pool to be clearly visible from all angles and elevations, and in compliance with local health standards; control of filtration system (jets) during figure competition without loss of water clarity
	Same

	Concessions
	Area within the facility designated for food service to participants and spectators.
	Area within the facility designated for food service to spectators and participants including seating away from the competition area; well ventilated and lighted for evening events.

	Parking
	Adequate spaces for all USSS officials, event workers and participants
	Adequate parking space for all USSS officials, event workers, vendors, exhibitors, participants and spectators.  Parking location convenient to the facility well lit for evening events and at no cost to participants or spectators.

	Additional Practice Areas
	Sufficient open space (hallways, classrooms, outdoor area, etc.) out of spectator view and inclement weather conditions.
	Gymnasium, large meeting room or other covered facility for land practice and warmup.

	Scoreboard
	Sufficient power connections for portable scoreboard provided to USSS by Colorado Time Systems.
	Colorado Time Systems with synchro scoring module


	Meeting Rooms
	Four rooms, including one each for:  coaches/officials meeting and hospitality, scoring room, athlete ready room and training/first aid.  Scoring room must be climate controlled.
	Seven rooms, including one each for:  coaches/officials meetings and hospitality, scoring room, LOC and media work area, training/first aid, athletes’ ready room, participant storage area (for swim bags, etc.) and drug testing.  Scoring room must be climate controlled.

	Exhibition Area
	Sufficient exhibition space convenient to participant/spectator traffic flow for USSS vendors, sponsors and exhibitors.  
	


	FR 10 POOLS FOR SYNCHRONISED SWIMMING 

Facilities Rules 
FR 10.1 For the figure section of competition two areas each 10.0 metres long by 3.0 metres wide are to be provided. Each area is to be close to a wall of the pool with the 10.0 metres long side parallel to and not greater than 1.5 metres from the pool wall. One of these areas is to be of 3.0 metres minimum depth and the other area is to be of 2.5 metres minimum depth.

FR 10.2 For the routine section of competition a minimum area of 12 meters by 25 meters is required, within an area of which 12 meters by 12 meters must have a minimum depth of 3.0 meters. The depth of the remaining area shall be 2.0 meters minimum.

FR 10.2.1 Delimit in width and length the field of play in the Solo and the Duet with two lanes (maximum width 16 mt length 25).
For the Solo and Duet competition, the field of play may be delimited in width and length.

FR 10.3 Where the water depth is more than 2.0 metres, the depth at the pool wall may be 2.0 metres and then sloped down to reach the general depth at 1.2 metres maximum from the pool wall.

FR 10.4 The areas for figure competition in FR 10.1 can occupy the same area of the pool as that used for routine competition.

FR 10.5 If there are no lane markings as described in FR 2.13, the floor of the pool must be marked with contrasting lines in one direction, following the length of the pool.

FR 10.6 The water must be of sufficient clarity for the bottom of the pool to be visible.

FR 10.7 The water temperature shall not be less than 27° plus 1° minus 1° Centigrade.

FR 11 POOLS FOR SYNCHRONISED SWIMMING IN OLYMPIC GAMES AND WORLD CHAMPIONSHIPS 

Facilities Rules 
FR 11.1 For the routine section of competition at Olympic Games and World Championships a minimum area of 20.0 metres by 30.0 metres is required, within which an area of 12.0 metres by 12.0 metres must have a minimum depth of 3.0 metres. The depth of the remaining area shall be 2.5 metres minimum. The sloped area from 3.0 metres depth to 2.5 metres depth should be over a minimum distance of 8.0 metres.

FR 11.2 The water temperature shall be as in FR 10.7.

FR 11.3 The light intensity shall not be less than 1500 lux.

FR 11.4 Automatic officiating equipment, as listed in FR 12 shall be available.

FR 11.5 Sound equipment and presentation standards as listed in FR 13 shall be available.

FR 12 AUTOMATIC OFFICIATING EQUIPMENT 

Facilities Rules 
The minimum installation consists of:

FR 12.1 same number of score recorder units as judges (figure: 6 up to 28; routine: 6 up to 14)

FR 12.2 the results may only be transferred after confirmation by the referee or appointed official

FR 12.3 result unit (computer) with result recording and back up system. Only FINA approved programmes and systems are allowed.

FR 12.4 print out system for all recorded information, start lists and result lists;




